
FEATURES
•1/2.5” 2Mpx CMOS Hi3516D DSP
•Varifocal Lens 2.8~12 mm
•Day&Night IR mechanical filter
•Focal length and focus using external regulation
•Automatic commutation IR Led control with photocell
•21 Led, coverage 20m
•Full HD 1920x1080 @25fps, H.264, MJPEG
•ONVIF 2.4
•Antivandal housing IP66
•Power supply: 12Vdc/450mA, PoE (802.3af)

Outdoor Dome IP 2Mpx H.264 D&N 21 Led VGDN-5020HR

V
ID

E
O

© Copyright 2017, GPS Standard SpA | Subject to changes in design and availability 

01
-0

9-
20

17

ACCESSORIES

VGX-507SB | Wall mount bracket

DIMENSIONS
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TECHNICAL SPECIFICATIONS

Camera Image sensor 1/2.5" 2Megapixel CMOS Hi3516D DSP
Effective Pixels 1984(H) x 1225(V)
Shutter Speed 1/25 ~ 1/10k
S/N Ratio 48.8 dB
Synchronism Internal
BLC Yes
Min. Illumination Color: 0.63 Lux / B&W: 0 Lux (IR LED ON)
Day & Night ICR (photocell)
Lens f=2,8 ~ 12mm Vari-Focal, DC Auto Iris F1.2 Day&Night lens
Power supply 12Vdc / PoE (802.3af)
Consumption 450mA at 12Vdc
Operating temperature -20ºC ~ 60ºC
Operating humidity Max 90% RH
Dimensions (Ø) x (H) 146x111 mm
Weight 1.2Kg
Color White

Network Ethernet 10BASE-T, 100BASE-TX, RJ45
Video Compression H.264, MJPEG
Resolution 1920 x 1080(Full HD), 1280 x 1024 (SXGA), 1280 x 720(720p), 

640 x 480(VGA), 704x576(4CIF), 352x288(CIF)
Protocols IPv4, HTTP, SMTP(@V2.0), UPnP, DNS, RTSP, DDNS, RTP,  TCP, 

UDP, RTCP, DHCP, ARP,  IGMP,  ICMP,  NTP(@ V2.0) / 
IPv6(@ V3.0)

Frame Rate 2.1fps ~ 25 fps
Web Browser Internet Explorer 7.0 or above, Firefox, Chrome, PDA/

Smart phone
SDK(API) HTML based API
VMD (Video Motion Detection) 4 configurable zones for motion detection (3 levels)
Alarm event Email notification, FTP transfer


